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The total scope of the enterprise



The current state

Infrastructure of  PKP PLK

• 6 tracks 1435mm – border check in passenger traffic

• 2 tracks 1520mm - border check in freight traffic

• 2 single-track bridges - gauntlet tracks 

• Single-gauge broad-gauge connection through lk 060 with Kobylany station (CARGOTOR)

• Double-track standard-gauge connection via lk 002 with Małaszewicze station (PKP PLK)

CARGOTOR infrastructure

• Kobylany station - 19 tracks 1520mm

Infrastructure of the National Revenue Administration (customs)

•Single-head train scanner including 3 railways

Current infrastructure capacity in freight traffic 14 pairs of trains / day

Average capacity utilization of 12 pairs of trains / day



The elements of the enterprise Modernization of: Terespol, 

Małaszewicze and Biała Podlaska 

stations. 2017 – 2020 / 560 m PLN

Construction of group of 10 tracks Biała 

Podlaska Towarowa 2018 – 2020 / 60 m PLN

Construction of group of 9 tracks of Terespol 

Szerokotorowy station 2018 – 2023 / 130 m PLN

Extension of Kobylany station

2019 – 2023 / 250 m PLN

Construction of new Małaszewicze West station

2019 – 2023 / 300 m PLN

Construction of the

new border bridge

2019 – 2025 / 140 m PLN



Station Terespol Szerokotorowy

Construction of a group of 9 tracks 1520mm/ 1050 m / 245kN / axle

Construction of the second track of line No. 60 on the section Terespol Szerokotorowy - Terespol

Development of the scanner system to 2 scanning heads

Transfer of the border activities concerning freight traffic to a new group

Expected effects:

• a significant increase in the possibilities of running train traffic

• a dramatic increase in capacity for freight traffic and independence from the growth of passenger 

traffic

• improvement of the universality and effectiveness of track systems



The new bridge

Construction of a new 2-track bridge on Bug river between Terespol and Brest Central stations,

on the new bridge gauntlet tracks 1435/1520 mm (with electric traction) and independent 1520mm track,

modified connection with the track system of the Terespol station

Expected effects:

• significant increase in the possibilities of conducting 

border checks

• possibility of mitigating the effects of problems with

accepting trains

• separation of passenger and freight traffic

• doubling the capacity of the scanning device

• ensuring the possibility of simultaneous rides

on the 1435 and 1520 systems



Małaszewicze Complex

Implementation of modernization plan will enable to achieve capacity of up to 55 pairs of trains per day on tracks of 1520 mm and on 

tracks of 1435 mm
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